
 
Electrical Riser Diagram   

 

 

 

 

 

 

 

 

 

 
 

Mast: 
2 ½-inch 
rigid 
Steel. 

This illustration is a summary of the National Electrical Code (NEC).  It is not intended to be comprehensive of all conditions.    
User acknowledges that all work shall comply with the NEC and assumes all risks.  

 
 
 
 
 
 
 
 

Tail: 3’ minimum; 3’ clear  

3’ minimum.  

18” 

Electrical Panel: 
location will vary… 
 
Indicate: 
 
Size: 
Overcurrent 
protection: 
Phase: 
 
A disconnect may be 
required based on 
distance. 

Conductors: 
 

Indicate size: 
 

 100A:  
4 AWG CU. 
2 AWG AL. 
 

 200A: 
2/0 CU. 
4/0 AL. 

 

Support straps: 5-foot maximum / within 36-inches. 
 

Meter.  
 

Clearance: 30-inch wide, 36-inches” clear. 

Conduit: Schedule 80 PVC above grade. 

 

Intersystem Grounding Bus. 

warning tape 

Clearance: 
10’ minimum.  

Clearance: 
18’ minimum. 

roads 

Clearance: 
12’ minimum. 

driveways 

O V E R H E A D -  c o n f i g u r a t i o n  w i l l  v a r y  

U N D E R G R O U N D  

Grounding:  
 

Indicate: 
 

 Metal waterlines if available; #4 Solid CU. 
 UFER ground. 
 Two (2) 8’ rods; spaced 6’; #6 bare CU. 
 

Service Supplier: 
 

 Ohio Edison: 
 AEP: 
 DP&L: 
 
 Work Order #:_______________ 

6” 

Driveway Depth: 
18” PVC. 
24” Direct Burial. 


